Canon HDV   HV20
Insert Battery 
Insert Tape 

- Slide [open/eject] fully in the direction of the arrow and open the cassette compartment cover (opens automatically)

- Insert cassette (window facing the grip belt)

- Close the cassette compartment

- Close the cassette compartment cover (after the cassette compartment retract automatically)

Insert Memory Card (Use only commercially available miniSD cards)

- Open LCD panel

- Open the memory card slot cover 

- Insert the memory card (miniSD label facing up, until it clicks)

- Close the cover

Recording

- Holding the lock button (green) pressed down, set the POWER switch to CAMERA
- Move the [tape/miniSD] switch to tape (on the right side of the camera)
- Press [STAERT/STOP] to begin recording, press again to pause
Playback (video)
- Holding the lock button pressed down, set the POWER switch to PLAY
- Move the [tape/miniSD] switch to TAPE
- Locate the point where you want to begin the playback (Press REWIND or FASTFORWARD on the LCD panel) 

- Press [start/stop] to begin playback (on LCD panel)
- Press [start/stop] again to pause

- Press [focus assist] to stop playback
Finished Recording

- Close the LCD panel

- Turn off the Camcorder

- Remove the tape/miniSD

- Remove the battery pack

Recording Still Images

- Holding the lock button pressed down, set the power switch to CAMERA
- Move the [tape/miniSD] switch to MiniSD (right side of the camera)

- Press PHOTO halfway to focus. (top of the camera, next to zoon)

- Press PHOTO fully. (the CARD access indicator will flash as the image is being recorded)

Playback (still images)

- Holding the lock button pressed down, set the POWER switch to PLAY
- Move the [tape/miniSD] switch to MiniSD

- Select the still image (moving SET left and right)
ZOOM (top of the camera)
- W : zoom out

- T : zoom in

Video Light

- Press LIGHT (left side of the camera)

- Press again to turn off

Transferring Video Recordings

Equipment and System Requirements:

· A computer equipped with an IEEE1394 (DV) terminal or an IEEE1394 (DV) capture board.

· A DV cable (commercially available)

· Video editing software

· Appropriate driver

Connecting

- Start the computer

- Set the camcorder to PLAY mode

- Connect the camcorder to the computer using the digital connection

- Start the video editing software
